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The amendment required by the Re-
gional Administrator shall become part
of the Plan 30 days after such notice,
unless the Regional Administrator, for
good cause, shall specify another effec-
tive date. The owner or operator of the
facility shall implement the amend-
ment of the Plan as soon as possible,
but not later than six months after the
amendment becomes part of the Plan,
unless the Regional Administrator
specifies another date.

(f) An owner or operator may appeal
a decision made by the Regional Ad-
ministrator requiring an amendment
to an SPCC Plan. The appeal shall be
made to the Administrator of the
United States Environmental Protec-
tion Agency and must be made in writ-
ing within 30 days of receipt of the no-
tice from the Regional Administrator
requiring the amendment. A complete
copy of the appeal must be sent to the
Regional Administrator at the time
the appeal is made. The appeal shall
contain a clear and concise statement
of the issues and points of fact in the
case. It may also contain additional in-
formation from the owner or operator,
or from any other person. The Admin-
istrator or his designee may request
additional information from the owner
or operator, or from any other person.
The Administrator or his designee
shall render a decision within 60 days
of receiving the appeal and shall notify
the owner or operator of his decision.

[38 FR 34165, Dec. 11, 1973, as amended at 41
FR 12658, Mar. 26, 1976]

§112.5 Amendment of Spill Prevention
Control and Countermeasure Plans
by owners or operators.

(a) Owners or operators of facilities
subject to §112.3 (a), (b) or (c) shall
amend the SPCC Plan for such facility
in accordance with §112.7 whenever
there is a change in facility design,
construction, operation or mainte-
nance which materially affects the fa-
cility’s potential for the discharge of
oil into or upon the navigable waters of
the United States or adjoining shore
lines. Such amendments shall be fully
implemented as soon as possible, but
not later than six months after such
change occurs.

(b) Notwithstanding compliance with
paragraph (a) of this section, owners
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and operators of facilities subject to
§112.3 (a), (b) or (c) shall complete a re-
view and evaluation of the SPCC Plan
at least once every three years from
the date such facility becomes subject
to this part. As a result of this review
and evaluation, the owner or operator
shall amend the SPCC Plan within six
months of the review to include more
effective prevention and control tech-
nology if: (1) Such technology will sig-
nificantly reduce the likelihood of a
spill event from the facility, and (2) if
such technology has been field-proven
at the time of the review.

(c¢) No amendment to an SPCC Plan
shall be effective to satisfy the require-
ments of this section unless it has been
certified by a Professional Engineer in
accordance with §112.3(d).

§112.7 Guidelines for the preparation
and implementation of a Spill Pre-
vention Control and Counter-
measure Plan.

The SPCC Plan shall be a carefully
thought-out plan, prepared in accord-
ance with good engineering practices,
and which has the full approval of man-
agement at a level with authority to
commit the necessary resources. If the
plan calls for additional facilities or
procedures, methods, or equipment not
yet fully operational, these items
should be discussed in separate para-
graphs, and the details of installation
and operational start-up should be ex-
plained separately. The complete SPCC
Plan shall follow the sequence outlined
below, and include a discussion of the
facility’s conformance with the appro-
priate guidelines listed:

(a) A facility which has experienced
one or more spill events within twelve
months prior to the effective date of
this part should include a written de-
scription of each such spill, corrective
action taken and plans for preventing
recurrence.

(b) Where experience indicates a rea-
sonable potential for equipment failure
(such as tank overflow, rupture, or
leakage), the plan should include a pre-
diction of the direction, rate of flow,
and total quantity of oil which could
be discharged from the facility as a re-
sult of each major type of failure.

(c) Appropriate containment and/or
diversionary structures or equipment
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